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METHOD AND APPARATUS FOR FEATURE 
TRACKING STRAIN ESTIMATION FOR 
ELASTOGRAPHY 
BACKGROUND OF THE INVENTION 
1. Field of the Invention 
The present invention is directed toward an apparatus and 
method for determining localized Strain in a target body by 
identifying Sets of features in reflected echo Sequences and 
by comparing Sets of features to determine time shift values 
between features. 
2. Discussion of the Prior Art 
Prior art techniques for making elastographic measure 
ments require a large amount of data transfer and large 
processing times in order to obtain good elastographic 
images, thereby hindering the use of high quality real time 
elastography. This also hinders the use of hand held elasto 
graphic imaging Systems. 
Prior art elastographic data processing techniques utilize 
all information in the reflected signal. Much of this infor 
mation is redundant and is therefore not useful for imaging 
purposes. The present invention offers the advantage of 
acquiring only useful and non-redundant features in the 
reflected Signal, thereby reducing data acquisition time and 
processing time, without compromising the quality of the 
elastogram. 
Prior art elastographic data processing techniques also 
utilize correlation Schemes which rely upon uniform shifts 
between Signals. Elastography signals inherently have non 
uniform shifts. Accommodating for Such non-uniform shifts 
requires apriori knowledge, which is difficult to acquire in 
practical Situations, Such as in-vivo tests. The present inven 
tion does not require any apriori information and it adap 
tively accounts for non-uniform shifts. 
Many prior art methods Stretch the post-compression 
A-lines to accommodate for non-uniform shifts. The present 
invention does not require Such post-compression Stretching. 
Other prior art elastographic methods employ time 
domain correlation techniques. Stretching is essential to 
obtain high quality elastograms using Such correlation tech 
niques. In many practical Situations, Such as breast or 
prostate imaging, an accurate estimate of the compressed 
distance, and hence the Stretch factor, is not readily ascer 
tainable for all A-lines in a transducer array. This results in 
using local adaptive Stretching of the post-compression 
A-line. Such post-adaptive Stretching techniques are signifi 
cantly slower than global Stretching algorithms used for 
analyzing elastographic data. 
Other prior art elastographic techniques employ spectral 
analysis that does not comprise Stretching. Such techniques 
are Suitable only for Strains of more than five percent and 
have significantly lower signal to noise ratios (SNR) than 
conventional techniques, Such as time domain correlation. 
An advantage of the present invention over spectral tech 
niques is that it provides real time processing of up to 30 
frames per Second for a target depth of 60 millimeters in a 
Software implementation. The present invention may be 
implemented in a hardware device, further increasing the 
imaging Speed and thereby resulting in feasibility for use in 
displaying a simultaneous Sonogram and elastogram. The 
present invention further offers the advantage of being able 
to Switch between temporal tracking and cumulative 
averaging, without adversely affecting processing time. The 











out any increase in processing time. Prior art, elastographic 
methods require increased processing time in order to pro 
duce a multi-resolution elastogram. 
SUMMARY OF THE INVENTION 
The present invention is directed toward a method for 
determining localized Strain in a target body. This method 
comprises the Steps of acoustically coupling at least one 
ultrasound Source to a target body and then emitting a first 
pulse of ultrasound energy of a known central wavelength 
from the Source along the first radiation acceSS into the target 
body. The method embodiment of the invention further 
compriseS recording a first echo Sequence having at least one 
echo Segment arriving in response to the first pulse of 
ultrasound energy and then locating at least one feature in 
the first echo Sequence arriving in response to the first pulse 
of ultrasound energy as a function of time to form a first Set 
of features. The term “feature,” as used herein, refers to any 
discernable echo Segment characteristic or combination of 
characteristics. Features may include, but are not limited to, 
level crossings, peaks, Valleys, or combinations thereof. The 
term “Zero crossing,” as used herein, refers to a level 
crossing that occurs at a designated Zero value on the Y axis. 
The method of the present invention further comprises 
displacing the target body along the first radiation axis by a 
known displacement and emitting a Second pulse of ultra 
Sound energy from the Source along the first radiation axis 
into the target body. 
The method embodiment of the invention further com 
priseS recording a first echo Sequence having at least one 
echo Segment arriving in response to the Second pulse of 
ultrasound energy and then locating at least one feature in 
the first echo Sequence arising in response to the Second 
pulse of ultrasound energy as a function of time to form a 
Second set of features. 
The first Set of features is then compared to the Second Set 
of features to determine a Set of time shift values as a 
function of time. Based upon this comparison, the local 
Strain in the target body along portions of the first radiation 
acceSS are determined. 
The present invention is also directed toward an apparatus 
for determining localized Strain in a target body. The appa 
ratus comprises a transducer capable of receiving a reflected 
ultrasound echo Sequence comprising at least one echo 
Segment from a target body. The transducer is further 
capable of outputting an electrical analog signal indicative 
of the echo Sequence. The apparatus embodiment further 
comprises a pulser electrically coupled to the transducer and 
a clock electrically coupled to trigger the pulser in order to 
Send electrical energy to the transducer. 
The apparatus embodiment further comprises a filter 
coupled to receive the electrical analog signal from the 
transducer. The filter is capable of producing a filtered 
analog electrical Signal from the incoming Signal. 
The invention further comprises a feature detector 
coupled to receive a filtered electrical analog signal from the 
filter. The feature detector is capable of detecting preselected 
features in the filtered electrical analog Signal as a function 
of time, as measured by the clock. The featured detector is 
further capable of outputting a feature attribute signal 
indicative of the magnitude and temporal location of each 
feature. 
The apparatus embodiment of the present invention fur 
ther comprises a buffer coupled to the feature detector and 
capable of receiving and Storing the feature attribute signal. 
The invention further comprises a counter coupled to the 
buffer and capable of counting the number of features Stored 
in the buffer. 
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DESCRIPTION OF THE DRAWINGS 
FIGS. 1a-1b are a block diagram of a first method 
embodiment of the present invention. 
FIGS. 2a-2b are a block diagram of a second method 
embodiment of the present invention. 
FIG. 3a is a block diagram of a first apparatus embodi 
ment of the present invention. 
FIGS. 3b-3c are various embodiments of feature detec 
tors of an apparatus embodiment of the present invention. 
FIG. 4 is a block diagram of a Second apparatus embodi 
ment of the present invention. 
DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 
The present invention is directed toward a method for 
determining localized Strain in a target body. This method 
comprises the Steps of acoustically coupling at least one 
ultrasound Source to a target body and then emitting a first 
pulse of ultrasound energy of a known central wavelength 
from the Source along the first radiation axis into the target 
body, as shown in blocks 60 and 62 of FIG. 1a. The 
invention further comprises recording a first echo Sequence 
having at least one echo Segment arriving in response to the 
first pulse of ultrasound energy and then locating at least one 
feature in the first echo Sequence arriving in response to the 
first pulse of ultrasound energy as a function of time to form 
a first set of features, as shown in blocks 64 and 66 of FIG. 
1a. The term “feature,” as used herein, refers to any dis 
cernable echo Segment characteristic or combination of 
characteristics. Features may include, but are not limited to, 
level crossings, peaks, Valleys, or combinations thereof. The 
term “Zero crossing,' as used herein, refers to a level 
crossing that occurs at a designated Zero value on the Y axis. 
The method of the present invention further comprises 
displacing the target body along the first radiation axis by a 
known displacement and emitting a Second pulse of ultra 
Sound energy from the Source along the first radiation axis 
into the target body, as shown in blocks 68 and 70 of FIG. 
1a. In a preferred embodiment, the displacing is compress 
ing. In another preferred embodiment, the displacing is 
decompressing. 
The method of the present invention further comprises 
recording a first echo Sequence having at least one echo 
Segment arriving in response to the Second pulse of ultra 
Sound energy and then locating at least one feature in the first 
echo Sequence arising in response to the Second pulse of 
ultrasound energy as a function of time to form a Second Set 
of features, as shown in blocks 72 and 74 of FIG. 1b. 
The first Set of features is then compared to the Second Set 
of features to determine a Set of time shift values as a 
function of time, as shown in block 76 of FIG. 1b. In one 
preferred embodiment, the first and Second Set of features 
each comprise at least one set of level crossings. In another 
preferred embodiment, the level crossings are Zero croSS 
ings. In another preferred embodiment, the first and Second 
Set of features comprise at least one peak and one Valley. In 
another preferred embodiment, the first and Second Set of 
features comprise at least one pair of level crossings in 
addition to at least one peak and one Valley. In another 
preferred embodiment, the level crossings comprise at least 
one Zero crossing and one non-Zero level crossing. 
Based upon this comparison, the local Strain in the target 
body along portions of the first radiation axis are 
determined, as shown in block 78 of FIG. 1b. In a preferred 











by calculating the slope of time shift values as a function of 
time to produce a plurality of slope values. In a preferred 
embodiment, the Slope calculation is performed for at least 
two wavelengths in the echo Sequence. In another preferred 
embodiment, a plurality of Strain profiles are obtained from 
the slope of time shift values. 
In another preferred embodiment, the invention further 
comprises assigning a plurality of gray Scale values to Slope 
values. In another preferred embodiment, the invention 
further comprises producing a Strain image based upon the 
plurality of gray Scale values. 
Another preferred embodiment of the present invention 
involves multi-displacements and comparisons. In this 
multi-displacement embodiment, the Steps shown in blockS 
60, 62, 64, 66, 68, 70 and 72 of FIGS. 1a–1b are performed. 
The target body is then displaced again along the radiation 
axis, as shown in block 68 of FIG. 1b. In a preferred 
embodiment, the target body is displaced by less than half a 
wavelength of ultrasound energy. The StepS shown in blockS 
70, 72, and 74 of FIGS. 1a–1b are then performed. 
At this point in the multi-displacement embodiment of the 
invention, there are three Sets of features. The invention 
further comprises comparing one Set of features to another 
Set of features to determine a Set of time shift values as a 
function of time. This comparison may also comprise mul 
tiple comparisons between different sets of features. This 
multi-displacement method can be expanded to repeat the 
steps shown in blocks 60, 62,64,66, 68, 70, and 72 of FIGS. 
1a–1b, in times. Multiple comparisons of Sets of features can 
be made from the n sets of features. The multi-displacement 
method further comprises performing the Step shown in 
block 78 of FIG 1b. 
In a preferred embodiment, the method of the present 
invention can be performed using two ultrasound Sources 
which emit a pulse of ultrasound energy along first and 
Second radiation axes into the target body as shown in blockS 
80 and 82 of FIG. 2d. 
The invention further comprises recording a first echo 
Sequence having at least one echo Segment arriving in 
response to each of the first pulses of ultrasound energy, as 
shown in block 84 of FIG.2a. The multi-transducer embodi 
ment of the invention further comprises locating at least one 
feature in each of the first echo Sequences arising in response 
to the first pulses of ultrasound energy as a function of time 
in order to form a first Set of features for each Source, as 
shown in block 86 of FIG. 2a. 
This embodiment of the invention further comprises dis 
placing the target body along the first and Second radiation 
axis by a known displacement, and then emitting a Second 
pulse of ultrasound energy from each of the Sources along 
the first and Second radiation axes into the target body, as 
shown in blocks 88 and 90 of FIG. 2a. 
The multi-transducer method of the present invention 
further compriseS recording a first echo Sequence having at 
least one echo Segment arising in response to each of the 
Second pulses of ultrasound energy and locating at least one 
feature in the first echo Sequences arising in response to the 
Second pulses of ultrasound energy as a function of time to 
form a Second set of features for each Source, as shown in 
blocks 92 and 94 of FIG. 2b. 
The multi-transducer embodiment of the present inven 
tion further comprises comparing the first Set of features to 
the second set of features to determine the set of time shift 
values as a function of time for each Source and then 
determining the local Strain in the target body along portions 
of the first and Second radiation axes from the Sets of time 
shift values, as shown in blocks 96 and 98 of FIG. 2b. 
US 6,687,625 B2 
S 
In a preferred embodiment, the local Strain is accom 
plished by calculating the Slope of time shift values plotted 
as a function of time for each Source. In a preferred 
embodiment, the invention further comprises assigning a 
plurality of gray Scale values to a plurality of Slope values 
calculated in determining local strain, as shown in block 100 
of FIG. 2b. In another preferred embodiment, the invention 
further comprises imaging a two dimensional Strain profile 
based upon the gray Scale values, as shown in block 102 of 
FIG. 2b. 
The present invention is also directed toward an apparatus 
for determining localized Strain in a target body. The appa 
ratus comprises a transducer 16 capable of receiving a 
reflected ultrasound echo Sequence 10 comprising at least 
one echo Segment from a target body. The transducer is 
further capable of outputting an electrical analog signal 18 
representing the echo Sequence. The apparatus embodiment 
further comprises a pulser 14 electrically coupled to the 
transducer and a clock 12 electrically coupled to trigger the 
pulser in order to Send electrical energy to the transducer, as 
shown in FIG. 3a. 
The apparatus embodiment further comprises a filter 20 
coupled to receive the electrical analog signal from the 
transducer, as shown in FIG. 3a. The filter is capable of 
producing a filtered electrical analog Signal 22 from the 
electrical Signal. In a preferred embodiment, the filter is a 
band pass filter. 
The invention further comprises a feature detector 24 
coupled to receive a filtered electrical analog signal from the 
filter, as shown in FIG. 3a. The featured detector is capable 
of detecting preselected features in the filtered electrical 
analog signal as a function of time, as measured by the 
clock. The featured detector is further capable of outputting 
a feature attribute signal 26 indicative of the magnitude and 
temporal location of each feature. 
In one preferred embodiment, as shown in FIG. 3b, the 
feature detector is a Zero crossing detector 24 coupled to a 
sign change detector 27, as shown in FIG. 3b. The sign 
change detector is coupled to output a sign change Signal to 
a buffer. In another preferred embodiment, as shown in FIG. 
3c, the feature detector is a peak detector 24 coupled to a 
Slope detector 21. The Slope detector outputs a Signal to a 
buffer. 
The apparatus embodiment of the present invention fur 
ther comprises a buffer 28 coupled to the feature detector 24 
and capable of receiving and Storing the feature attribute 
signal 26, as shown in FIG. 3a. The invention further 
comprises a counter 30 coupled to the buffer and capable of 
counting the number of features Stored in the buffer, as 
shown in FIG. 3a. 
A Second apparatus embodiment of the present invention 
comprises a transducer 16 capable of receiving a reflected 
ultrasound echo Sequence comprising at least one echo 
Segment from a target body and is further capable of 
outputting an electrical analog Signal 18 representing the 
reflected ultrasound Sequence, as shown in FIG. 4. 
The invention further comprises a Synchronous analog to 
digital converter (ADC) 40 coupled to the transducer to 
receive the electrical analog signal and to convert the Signal 
to a digital Signal comprising at least two bits of information, 
and to output a digital signal representing the reflected 
ultrasound echo Sequence. 
This apparatus embodiment further comprises a sign 
change detector 44 coupled to receive the digital Signal from 
the ADC, as shown in FIG. 4. The sign change detector is 











change of the most Significant bit of the digital signal. The 
Sign change detector is capable of outputting a sign change 
Signal 46 representing the value of the detected Sign 
changes, as shown in FIG. 4. 
As shown in FIG. 4, this apparatus embodiment further 
comprises a digital clock 41 electrically coupled to transmit 
a digital signal to the ADC. The clock is capable of produc 
ing a clock value signal 45. This embodiment of the inven 
tion further comprises a latch 39 coupled to receive the clock 
value Signal 45 from the clock and the Sign change Signal 43 
from the Sign change detector. The latch is further capable of 
emitting a clock value Signal 45, as shown in FIG. 4. 
This apparatus embodiment further comprises and inter 
polator 48 coupled to receive a sign change Signal from the 
Sign change detector and to receive a clock value Signal from 
the latch, as shown in FIG. 4. The interpolator is capable of 
interpolating between consecutive sign change values 
received from the Sign change detector in order to produce 
an interpolated value Signal 47. 
As shown in FIG. 4, this apparatus embodiment further 
comprises an adder 50 coupled to receive a clock value 
Signal from the latch the clock and to receive an interpolated 
value Signal from the interpolator. The adder is capable of 
adding the interpolated value Signal to the clock signal and 
of producing an added value Signal 51, as shown in FIG. 4. 
The adder is also capable of adding the interpolated value 
Signal to the clock value Signal and of producing an added 
value signal 51. The invention further comprises a buffer 28 
coupled to receive an added value signal from the adder 50 
and capable of Storing feature data and the added value 
Signal. 
The foregoing disclosure and description of the invention 
are illustrative and explanatory. Various changes in the size, 
shape, and materials, as well as in the details of the illus 
trative construction may be made without departing from the 
spirit of the invention. 
What is claimed is: 
1. A method for determining localized Strain in a target 
body comprising: 
a. acoustically coupling at least one ultrasound Source to 
a target body; 
b. emitting a first pulse of ultrasound energy of a known 
wavelength from Said Source along a first radiation axis 
into the target body; 
c. recording a first echo Sequence having at least one echo 
Segment arriving in response to Said first pulse of 
ultrasound energy; 
d. locating at least one level crossing in Said first echo 
Sequence arriving in response to Said first pulse of 
ultrasound energy as a function of time to form a first 
level crossing; 
e. displacing the target body along Said first radiation axis 
by a known displacement; 
f. emitting a Second pulse of ultrasound energy from Said 
Source along Said first radiation axis into the target 
body; 
g. recording a first echo Sequence having at least one echo 
Segment arriving in response to Said Second pulse of 
ultrasound energy; 
h. locating at least one level crossing in Said first echo 
Sequence arriving in response to Said Second pulse of 
ultrasound energy as a function of time to form a 
Second level crossing, 
i. comparing Said first level crossing to Said Second level 
crossing to determine a set of time shift values as a 
function of time; and 
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j. determining the local Strain in the target body along 
portions of Said first radiation axis from Said Set of time 
shift values. 
2. The method of claim 1, wherein Said displacing is 
compressing. 
3. The method of claim 1, wherein said displacing is 
decompressing. 
4. The method of claim 1, wherein Said level crossings are 
nonzero crossings. 
5. The method of claim 1, wherein said level crossings are 
Zero crossings. 
6. The method of claim 1, wherein said level crossings 
comprise at least one peak and one Valley. 
7. The method of claim 1, wherein said level crossings 
comprises at least one peak. 
8. The method of claim 1, wherein said level crossings 
comprises at least one Zero crossing and one nonzero 
crossing. 
9. The method of claim 1, wherein said determining the 
local Strain is accomplished by calculating the slope of time 
shift values as a function of time to produce a plurality of 
Slope values. 
10. The method of claim 9, further comprising assigning 
a plurality of gray Scale values to Said plurality of Slope 
values. 
11. The method of claim 9, further comprising imaging a 
Strain profile based upon Said plurality of gray Scale values. 
12. The method of claim 1, further comprising imaging a 
Strain profile from Said determined local Strain. 
13. A method for determining localized Strain in a target 
body comprising: 
a.acoustically coupling at least two ultrasound Sources to 
a target body; 
b. emitting a first pulse of ultrasound energy of a known 
wavelength from each Source along first and Second 
radiation axis into the target body; 
c. recording a first echo Sequence having at least one echo 
Segment arriving in response to each of Said first pulses 
of ultrasound energy; 
d. locating at least one peak and one Valley in each of Said 
first echo Sequences arriving in response to Said first 
pulses of ultrasound energy as a function of time to 
form a first peak and Valley pair for each Source; 
e. displacing the target body along Said first and Second 
radiation axes by a known displacement; 
f. emitting a Second pulse of ultrasound energy from each 
of Said Sources along Said first and Second radiation 
axes into the target body; 
g. recording a first echo Sequence having at least one echo 
Segment arriving in response to each of Said Second 
pulses of ultrasound energy; 
h. locating at least one peak and one Valley in Said first 
echo Sequences arriving in response to Said Second 
pulses of ultrasound energy as a function of time to 
form a Second peak and Valley pair for each Source, 
i. comparing Said first peak and Valley pair to Said Second 
peak and Valley pair to determine a Set of time shift 
values as a function of time for each Source, and 
j. determining the local Strain in the target body along 
portions of Said first and Second radiation axes from 
Said Sets of time shift values. 
14. The method of claim 13, wherein said determining the 
local Strain is accomplished by calculating the slope of time 
shift values plotted as a function of time for each Source. 
15. The method of claim 14, further comprising assigning 
a plurality of gray Scale values to a plurality of ranges of 












16. The method of claim 15, further comprising producing 
a Strain image based upon Said gray Scale values. 
17. The method of claim 13, wherein said known dis 
placement is less than one half wavelength. 
18. A apparatus for determining localized Strain in a target 
body, comprising: 
a. a transducer capable of receiving a reflected ultrasound 
echo Sequence comprising at least one echo Segment 
from a target body and outputting an electrical analog 
Signal representing Said echo Sequence; 
b. a pulser electrically coupled to Said transducer, 
c. a clock electrically coupled to trigger Said pulser to 
Send electrical energy to Said transducer, 
d. a filter coupled to receive Said unfiltered electrical 
analog signal and capable of producing a filtered analog 
electrical signal from Said electrical analog Signal; 
e. a feature detector coupled to receive Said filtered 
electrical analog signal from Said filter and capable of 
detecting preselected features in Said filtered electrical 
analog signal as a function of time, as measured by Said 
clock, and further capable of outputting a feature 
attribute signal indicative of the magnitude and tem 
poral location of each feature; 
f. a buffer coupled to Said feature detector and capable of 
receiving and Storing Said feature attribute signal, and 
g. a counter coupled to Said buffer and capable of counting 
the number of features stored in said buffer. 
19. The apparatus of claim 18, wherein said feature 
detector is a Zero crossing detector. 
20. The apparatus of claim 19, further comprising a sign 
change detector coupled to Said Zero crossing detector. 
21. The apparatus of claim 18, wherein said feature 
detector is a peak detector. 
22. The apparatus of claim 21, further comprising a slope 
detector coupled to Said peak detector. 
23. The apparatus of claim 18, wherein said filter is a band 
pass filter. 
24. An apparatus for determining localized Strain in a 
target body, comprising: 
a. a transducer capable of receiving a reflected ultrasound 
echo Sequence comprising at least one echo Segment 
from a target body and further capable of outputting an 
electrical analog signal representing Said reflected 
ultrasound echo Sequence; 
b. a Synchronous analog to digital converter coupled to 
Said transducer to receive Said electrical analog signal, 
to convert Said analog Signal to a digital Signal com 
prising at least two bits of information, and to output a 
digital Signal representing Said reflected ultrasound 
echo Sequence; 
c. a sign change detector coupled to receive Said digital 
Signal from Said analog to digital converter, Said Sign 
change detector being capable of detecting a prese 
lected change in the Sign of the most Significant bit of 
Said digital Signal and of outputting a sign change 
Signal representing the value of Said detected Sign 
changes; 
d. a digital clock electrically coupled to transmit a digital 
Signal to Said analog to digital converter, Said clock 
further being capable of producing a clock value Signal; 
e. a latch coupled to receive a clock value Signal from Said 
clock and a sign change Signal from Said Sign change 
detector, Said latch being capable of emitting a clock 
value signal; 
f. an interpolator coupled to receive a sign change Signal 
from Said Sign change detector and to receive a clock 
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value Signal from Said latch, Said interpolator being 
capable of interpolating between consecutive sign 
change values received from Said Sign change detector 
to produce an interpolated value Signal; 
g. an adder coupled to receive a clock value signal from 
Said latch and to receive an interpolated value Signal 
from Said interpolator, Said adder being capable of 
adding Said interpolated value Signal to Said clock value 
Signal and of producing an added value signal; and 
h. a buffer coupled to receive an added value Signal from 
Said adder and capable of Storing Said feature data and 
Said added value signal. 
25. A method for determining localized Strain in a target 
body comprising: 
a. acoustically coupling at least one ultrasound Source to 
a target body; 
b. emitting a first pulse of ultrasound energy of a known 
wavelength from Said Source along a first radiation axis 
into the target body; 
c. recording a first echo Sequence having at least one echo 
Segment arriving in response to Said first pulse of 
ultrasound energy; 
d. locating at least one level crossing in Said first echo 
Sequence arriving in response to Said first pulse of 
ultrasound energy as a function of time to form a first 
level crossing; 
e. displacing the target body along Said first radiation axis 
by a known displacement; 
f. emitting a Second pulse of ultrasound energy from Said 






g. recording a first echo Sequence having at least one echo 
Segment arriving in response to Said Second pulse of 
ultrasound energy; 
... locating at least one level crossing in Said first echo 
Sequence arriving in response to Said Second pulse of 
ultrasound energy as a function of time to form a 
Second level crossing, 
i. displacing the target body along Said first radiation axis 
by a known displacement; 
j. emitting a third pulse of ultrasound energy from Said 
Source along Said first radiation axis into the target 
body; 
... recording a first echo Sequence having at least one echo 
Segment arriving in response to Said third pulse of 
ultrasound energy; 
1. locating at least one level crossing in Said first echo 
Sequence arriving in response to Said third pulse of 
ultrasound energy as a function of time to form a third 
level crossing; 
m. comparing on one of Said level crossings to another of 
Said level crossings to determine a set of time shift 
values as a function of time; and 
n. determining the local Strain in the target body along 
portions of Said first radiation axis from Said Set of time 
shift values. 
26. The method of claim 25, wherein said comparing 
comprises comparing Said first level crossing with Said 
Second and Said third level crossings. 
27. The method of claim 25, wherein said known dis 
placement is less than half a wavelength of the ultrasound 
energy. 
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